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ANALYSIS OF ELECTRICAL CHARACTERISTICS OF EDGE-COUPLED
MICROSTRIP LINES WITH A DIELECTRIC OVERLAY

INTRODUCTION

Background

Considerable interest exists in developing broadband electronic systems using micro-
wave integrated circuits (MICs). Such systems can have the following advantages:

1. Reasonable performance

2. Savings in fabrication costs when production quantities are sufficient to reap
the advantages of photolithographic and thin-film techniques

3. Savings in size and weight because of the availability of ceramics of high dielec-
tric constant

4. Reliability

5. The ease with which lumped element control devices and circuit elements can
be incorporated.

Many of the circuit functions necessary for MIC systems can be realized using micro-
strip as the primary transmission line. These realizations draw heavily from the abundance
of design and development information on shielded strip line components and systems.

Some difficulties have been encountered in the application of shielded strip line de-
sign techniques to the development of high-performance, broadband, microstrip, direc-
tional couplers and hybrids. A common approach for implementing such components in
shielded strip line is to appropriately interconnect quarter-wavelength long (at midband)
sections of parallel, coupled lines. One problem in implementing such components in
microstrip is that, for loosely coupled sections of edge-coupled microstrip, the inhomo-
geneity of the dielectric media limits the isolation characteristic. It has been shown [1]
that this effect is attributable to a difference between the even- and odd-mode phase
velocities. Another problem is the difficulty in achieving sufficiently strong coupling in a
single section of parallel coupled lines by a microstrip approach compatible with current
limitations of photolithographic and thin-film fabrication tolerances.

A coupled line configuration that is compatible with an MIC format and offers some
relief for the directivity and tight coupling problems is edge-coupled microstrip with di-
electric overlays [2,3]. This configuration uses dielectric with high relative permittivity
over the coupled microstrip lines to minimize the absolute difference between the even-
and odd-mode phase velocities. The overlay also tightens the midband coupling compared

Note: Manuscript submitted August 8, 1974.
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BARRY E. SPIELMAN

to edge-coupled microstrip without overlays. Several investigators [2,4,5] have described
design methods for the dielectric overlay configuration based on design data available for
edge-coupled microstrip without dielectric overlays.

This report describes a computer-aided analysis of a coupled line configuration of
edge-coupled microstrip with a dielectric overlay. Design curves generated using this
analysis for A/4 coupled line sections are presented. A discussion is presented relating to
the experimental verification of the computer-aided analysis described.

Format

The content of this report is as follows: (a) the formulation of the analysis in terms
of even and odd modes is described. By virtue of a quasi-TEM model, an integro-differ-
ential equation formulation is invoked and reduced to a form suitable for use in computa-
tions. This reduction is accomplished using a method of moments solution. How to
extract coupled line transmission line parameters from the reduced equations is described;
(b) the computer program is documented, beginning with general considerations and pro-
ceeding with descriptions of input and output quantities. The experimental verification
of the computer program is discussed; (c) design curves generated by the computer-aided
analysis are described. These curves are useful for designing directional couplers, filters,
and Schiffman phase shifters; (d) the results and the significance of this effort are dis-
cussed; and (e) a listing of Program MICDOC is provided in Appendix A.

ANALYSIS

Edge-coupled microstrip with a dielectric overlay was analyzed. A quasi-TEM propa-
gation model, used for this configuration, was characterized by a Laplacian potential cast
in an integro-differential operator format. The integro-differential formulation was then
reduced to matrix form by a method of moments solution. The pertinent coupled
transmission line parameters were then extracted from the reduced equations. Part of
the procedure used is similar to that described by Harrington, et al. [6].

Integro-Differential Formulation

The coupled line configuration to be analyzed in this work is characterized by the
admittance and phase velocities of the even and odd modes of propagation. In terms of
these quantities it has been shown how to design microwave directional couplers and
filters [7]. The even- and odd-mode analysis of coupled transmission line configurations
transforms a 4-port coupled line problem into two 2-port transmission lines (correspond-
ing to the even and odd modes).

The even and odd modes then correspond to “decoupled” transmission lines, each
having admittances and phase velocities that can be determined as follows. Consider the
cross section of the coupled line configuration shown in Fig. 1. The conducting strips A
and B are photoetched on a ceramic substrate such as alumina. The dielectric overlay
interfaces homogeneously with the substrate in the region between the strips and is taken
to be the same material as the substrate, each characterized by relative permittivity €.

2
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o]} ELECTR!C OVERLAY

CONDUCTING STRIP
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v Faranr A e

GROUND PLANE, C

DIELECTRIC SUBSTRATE

Fig. 1 — Cross section of edge-coupled microstrip with
dielectric overlays (filled configuration)

CONDUCTING STRIPS

GROUND PLANE
Fig. 2 — Cross section of empty configuration

The dielectric overlay precisely spans the region between the outer edges of the strips.
This configuration is denoted the ““filled”” configuration.

Now consider the cross section shown in Fig. 2. This configuration is obtained by
fictitiously removing the dielectric regions shown in Fig. 1, while retaining the same con-
ductor geometry. The cross section in Fig. 2 is denoted the “empty” configuration.

TEM propagation models are invoked for both configurations. By virtue of these
models, modal excitations are defined according to

¢ A~ ¢B =1
Even mode excitation 48
¢C =0
¢A = _¢B =
0dd mode excitation. (2)
¢C =0

Here, the subscripts A, B, and C correspond to the conductors shown in Fig. 1. Impress-
ing these excitations upon the filled and empty configurations produces four different
scalar potential distributions. Each of these distributions can be expressed in the form
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BARRY E. SPIELMAN

o(P) = fU(Q')G(R)dQ', (3)
c

where o(Q') is a different “equivalent charge’ density distribution [6] to be determined
for each of the four potential distributions defined above. For a configuration composed
of both conductors and dielectrics, o is the sum of free and bound charges. Each distri-
bution o lies along the boundaries of conductors and dielectrics, thereby defining the
integration path variable €. The Green’s function G(R) is the same for each of the four
potential distributions and is given by

1 .8
GR)= 5——fn F (4)

0

where R is the distance between the measurement point P and the charge density element
at the path point determined by £', contour C is the curve along which equivalent source
distributions lie, £ is a constant defined to assure numerical stability according to

k>R ., (5)

where R~ is the maximum value for R when P is constrained to lie on C; and finally,
€, is the free-space permittivity.

At this point, the analysis approach can be summarized as follows. The four source
distributions arising from the use of Eqgs. (1) and (2) for the filled and empty configura-
tions are to be determined by a method of moments solution of Eq. (3) subject to the ap-
propriate boundary conditions for each of the four potential problems. These boundary
conditions for the filled problems (even and odd modes) correspond to Eq. (1) or (2),
together with the requirement for continuity of tangential electric fields at dielectric-air
interfaces. For the empty configuration, even- and odd-mode problem boundary condi-
tions are specified by Eq. (1) or (2) alone. Upon determination of the four equivalent-
charge density distributions, the electrostatic capacitances C,, C e.e’ Cy, and C e,0 Are
computed. Here C, is the capacitance to ground per unit length of one transmission line
for the filled problem with even excitation. C, , is the capacitance to ground per unit
length of one line for the empty problem with even excitation. Cy and C e,0 ar€ defined
for the odd-mode excitation in a corresponding manner. If the inductances per unit
length are taken to be the same for the filled and empty problems when considering
either the even or odd mode, the modal admittances and phase velocities are evaluated
according to

Yo =c VCC,; (6)

and

(7)
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where

e even mode
i= (8)

0 odd mode

and c is the speed of light in free space.

The essential features of the method-of-moments solution for each of the four
equivalent charge density distributions are described next.

Method-of-Moments Reduction

To determine the equivalent-source distributions referred to earlier, Eq. (3), subject
to the boundary conditions for each of the four cases described, is cast into the form

3

a@fq +8,0) o2| +8,0) 22| = (o). )

2|e

Here, ¢I .is the potential at the point on the integration path C determined by path
variable value £ as defined for Eq. (3); and (d¢/dn, )lg.and (6¢/an2)| are the normal
derivatives of ¢ at integration path point £ for unit normal vectors %, and 7 n, at £ directed
to the right and left of the path, respectively, for increasing values of 2. From this point
in the development, source-position variables will be denoted by primed quantities, whereas
unprimed position variables will denote potential measurement points or field points.
Quantities a(Q), B, (2), B5(%), and ¥(R) are functions of £ determined by the boundary
conditions for each of the four potential distributions.

The method-of-moments procedure used here is described as follows. Equation (9)
can be expressed succinctly as

L(o) =1, (10)

where L is a different linear, integro-differential operator for each of the four problems
at hand. An inner product for the solution is selected to be

<f 6> = f fz . (11)
C

The contour C for the even- and odd-mode problems in the filled configuration is actually
composed of the six contours C, through Cg as defined in Fig. 3. Similarly, for the even-
and odd-mode empty problems, the contour C is defined by the three contours, C,, Cy,
and Cy, shown in Fig. 4. Note that contours C,, C,, and C, are the same for the fllled
and empty configurations. Also, each contour has constant boundary conditions in terms
of the o, B,, B,, and v in Eq. (9).
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Ce

Cq C1 Cz
Cs

C3

Fig. 3 — Equivalent-source representations for
filled configuration

(of} Ce

C3

Fig. 4 — Equivalent-source representations for empty configuration

To facilitate a subsectional basis expansion for the equivalent sources in these prob-
lems, the contours Cy, ... , Cy are subdivided into Ny, Ng, ..., N6 subsections, respectively.
The selection of N;, Ny, ..., Ny is determined by considering minimum numbers necessary
for solution accuracy and the storage capacity of the computer to be used for this work.

The even- and odd-mode equivalent-source distributions in the filled problem are
then expanded in terms of pulse functions [8] as follows:

6 Nm
0, ~ Z L (12)
m=1 n=1
6 Nm
~ 0
oo~ ). o P . (13)

3
]
Jry
S
]
jary

Here, 0, and 0, are the equivalent-source distributions for the filled configuration even-
and odd-mode problems, respectively. Coefficients ofn , and U?nn are associated with the
even- and odd-mode expansion functions on the nth subsection for the mth contour for
the even and odd modes, respectively. P, , is the pulse function on the nth subsection

for the mth contour.
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For the empty problem the source expansions are expressed as

3 Nm
Oe,e ~ Z U:’r;flpmn (14)
m=1 n=1
and
3 Nm
~ ,0
Ue,O ~ Z Z ofrumn' (15)

Here, the definitions of quéntities are similar to those in the previous paragraph except
that an additional superscript e is used to denote quantities for the empty configuration.

The testing procedure for the moment solution is now described. To accomplish a
point-matching solution, Dirac delta functions are taken to be at the centers of the sub-
sections defined for each of the six contours in the filled problems and the three contours
in the empty problems. For each of the four problems at hand, the inner product of
these impulse functions is taken according to Eq. (11), with the quantity vy in Eq. (10).
The resulting matrix equations can be set down as

[9] [0°] = [7,] (16)

[2] [6°] = [7,] (17)
18,1 [0%°] = [7,,] (18)
(2,1 [0°07 = [7, 0] (19)

Here, [0°] and [00] are matrices whose elements are coefficients in the expansions
shown in Egs. (12) and (13). These elements are ordered as follows:

0 (; =
02,0 G=1,.., N, N, +1,..,N; +Ny, . ,N; +Ny + ... + Ny +1, .., N; + ...+ N).
(20)

Elements of [£] are dependent on only geometry and material parameters and can be
represented by

Qij = <6i’ L(P].)>
Lj=@1,..,N;,N; +1,..,N; +N,, ..,N, + Ny + ..+ N, +1, .. N, +.. +Ng) (21)
where L is the operator in Eq. (10), 6 ; is the impulse (testing) function at the center of

the ith subsection, and P, is the pulse function on the jth subsection. Elements of the
matrices [v,] and [v,] are given by

(Ye); =<6, 7> (22)

(Vo) = <83, 7> (23)

TSSYTIOND
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BARRY E. SPIELMAN

where | is indexed as for Eq. (21) and v, and vy, are the appropriate v from Eq. (10) but
specialized to the even- and odd-mode excitations, respectively, for the filled problem.
The matrices [0¢€], [0%°], (2.1, v, .1, and [v, ;] are defined in a manner completely
analagous to [0¢], [09], [2], [7¢], and [Y°] excépt that they correspond to the empty
problem and the indices i and j are ordered

i,j (L., Ny, Ny +1, . Ny Ny, Nj +N, +1,.., N, + N, +Ny). (24)

Explicit representations for elements of matrices [{] and [{,] are virtually the same as
elements of matrix [Qﬁ] in Ref. 6.

The solution for the coefficients from the equivalent-soui'ce expansion in Egs. (12)
through (15) is achieved by inverting the [2] and [€,] matrices in Egs. (16) through (19).
Hence,

(o1 =107 [v,] (25)
[6°1 = 12171 [7,] (26)
[0%€1 = [%,17" [7,.,] (27)
[0%01= 18,171 [7, 0] (28)

Using the coefficients determined according to Eqs. (25)-(28) and Egs. (12)-(15), respec-
tively, produces step approximations to the equivalent-source distributions.

In the next section it is shown how to determine the even- and odd-mode trans-
mission line parameters from the approximations to the equivalent-source distributions,
represented according to Eqgs. (12)-(15).

Determination of Even- and Odd-Mode Transmission Line Parameters

Here, equivalent-source distributions obtained using Eqgs. (25)-(28) are used to deter-
mine the even- and odd-mode transmission line impedances, phase velocities, and other
quantities pertinent to the design of coupled line components.

The capacitances C,, C,, C, ,, and C, ,, described on page 4 are determined. Each
capacitance is defined by the ratio of net free charge to impressed voltage for the even-
or odd-mode transmission lines in the filled or empty configurations, respectively. Hence,

@,
e = ) (29)
%4
(@)
N .
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(Q, )
C,,= —— (31)
e.e ¢A

(Q, ¢)
C,o= E : (32)

where @, and @, are the net free charge on one of the coupled strips for the filled con-
figuration under the excitations in Egs. (1) and (2), respectively. Similarly, @ e and Q, ,
in Egs. (31) and (82) are defined for the empty configurations with the even- and odd- ’
mode excitations impressed according to Egs. (1) and (2).

The determination of the net free charges @, QO, Q, ., and Q, o Is based on the
assumption that the conductors in the problem are perfect. Hence, there are no fields
internal to the conductors. Upon applying Gauss’s Law we can write the expressions

Ny

Q,~ey ). €,0°AL, (33)
i1
Ny

Qe T oo @
j=1
Ny

Q. ~€y ) OPeAL, (35)
=1

and

Ny

Qoo ), 9% (36)
i1

where of, 019, 0%, and 0%0 are defined as per Egs. (11)-(19); AQJ'. is the length of the jth
segment into which contours C; in Figs. 3 and 4 are subdivided; and €,; is the relative
permittivity of the medium immediately adjacent to the jth segment and outside the con-
ducting strip bounded by contour C,. Since the potential ¢, in Egs. (1) and (2) is equal
to unity,

4

1
C, ~e, €07 0%, (37)
j=1
Ny
C, ~ €, erjoj‘.)ASZJ'. , (38)
j=1
N1 '
C,.~e€g Z 0$eAL, (39)

_N_
o &

i
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i
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and
Ny

Coo™e€y ). 00AL (40)
=1

Using Eqgs. (37)-(40) with Eqgs. (6) and (7), we can determine the even- and odd-mode
admittances Y, and Y, and the phase velocities for the coupled line configuration in
Fig. 1.

Other pertinent coupled transmission line parameters can be computed as follows.
The even- and odd-mode impedances are given by

1 e even mode
Zy; = Y i= { 41)
0i 0 odd mode.

The coupled line impedance is given by

Zy =\/Zy o2y, (42)

where Z,, and Z,, are evaluated according to Eq. (41). In some cases the average v, , of
the even- and odd-mode phase velocities is of interest as a measure of the phase delay for
coupled-mode propagation. Velocity Vavg is expressed simply as

ve+v0

v, = (43)

avg 2

Finally, for the analysis of directional couplers composed of sections of coupled lines
with the cross-sectional configuration shown in Fig. 1, the midband voltage coupling
coefficient C is given by

ZOe

-1
-, (44)

_ Zyo
Co = 7
Oe
_—+1
ZOO

where Z, and Z,, are evaluated according to Eq. (41) in the preceding discussion.

COMPUTER PROGRAM

The described analysis has been implemented in the form of a versatile digital com-
puter program. Here, the usage of this program from the standpoint of a design engineer
as the user is described. A complete listing of this computer program is presented in
Appendix A.

10



NRL REPORT 7810
General Considerations

The computer program is named MICDOC, an acronym derived from the phrase,
“microwave integrated circuit dielectric overlay couplers.” MICDOC is written in Fortran
IV and is compatible with the CDC 3800 digital computer. With minor alterations this
program should also be suitable for use on the CDC 6000 series computer systems and
the IBM 360 or 370 systems. The core storage necessary for executing this program on
the CDC 3800 system at the Naval Research Laboratory (NRL) Research Computation
Center is 41,648 words. Although the total core storage of this computer is now 98,304
words, the maximum storage available for a single array (without resorting to special
array-handling techniques) is 37,768 words. It is this system requirement that constrains
the largest array in MICDOC to be 181 X 181 or 37,761 words.

Furthermore, because of the standard loading procedure employed by the CDC 3800
system at NRL, the following scheme for handling large arrays was incorporated into
MICDOC. The two relatively large arrays in MICDOC are array A, 181 X 181, and array
Al, 132 X 132. These arrays appear in different subroutines and are used successively.
For these reasons the arrays A and Al are placed in a block of COMMON storage labeled
HELP. During the loading of the program, HELP is loaded into a storage bank with
37,768 storage addresses available to accommodate array A. This is done using a BANK
card. In addition, another BANK card forces main Program MICDOC and Subroutine
MSCUPF into a different storage bank. The storage required to operate using A and Al
is minimized by forcing them to share the same storage locations by means of the state-
ment, EQUIVALENCE (A, Al). These techniques are necessary to load properly pro-
gram MICDOC into the CDC 3800 system at NRL.

The length of time necessary for program execution is approximately 6 min for
each configuration to be analyzed.

Input Information

An understanding of the input quantities required by Program MICDOC is facilitated
by considering the geometry displayed in Fig. 5. Each configuration of edge-coupled
microstrip with a dielectric overlay to be analyzed by MICDOC can be characterized by
specifying the cross section in terms of quantities defined in Fig. 5. Accordingly, the
first data card for any execution of MICDOC contains the quantity NSETS. This is an
integer specifying the number of different configurations of the type defined by Fig. 5
which are to be analyzed. NSETS is punched on the first data card according to the
format I10.

Each configuration included in NSETS is specified by a separate data card located
successively behind the first card. Each card lists the following quantities, defined in
Fig. 5 and punched according to the format ¥10.6:

W  The width of a conducting strip, specified in mils

S  The spacing between the two conducting strips, specified in mils

T  The thickness of the dielectric overlay above the top surface of the conducting
strips, specified in mils

11
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H  The height of the conducting strips above the ground plane (the substrate
thickness), specified in mils

L  The substrate width, specified in inches. This quantity is variable primarily to
allow for narrow substrate widths. A value of L = 1.0 in. has been adequate

for many practical coupler circuits.

ER The relative dielectric constant of the substrate and dielectric overlay (dimen-
sionless).

The number of cards behind the first card, each containing sets of the parameters
described above, should equal the value read in for NSETS.

Output Information

An understanding of the output information furnished by Program MICDOC is
facilitated by examining a sample of the program output. Such a sample is shown in
Fig. 6. The output in this figure corresponds to an input data set, where

NSETS =1
W =47.5 mils
S =61.0 mils
T = 65.0 mils
H=50.0 mils
L=1.01in.
ER=10.0.

The parameters following NSETS are those defined in Fig. 5.

fe—W S W

=

ARty sy iy &y ot o S0 B av o o v av oy S of

N
!

fe— —t >

e H e

5 L
Fig. 5 — Input parameters required by Program MICDOC

12
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$TRIP METALIZATION THICKNESS w 250 M]ICROINCHES
e 47,5 Sa 61,0 T 85,0 M2 80.0 Le 1,000000 ERw 10,000000

¢(DB) 20(EHMS) ZOB({BHMS) ZEE(BHMS) VO (M/SEC) VE(M/SEE) VAvVG(M/SEC)
14.66 43,85 36,37 52.87 1,007+008 1.066+008 1,036+008
So(PF)= 273,180 CE(PF)® 177.404 CROG(PF)w 30,755 CEB(PF)= 22,395

Fig. 6 — Output sample from Program MICDOC for input parameters: NSETS =1, W=47.5, S = 61.0
T=6.50,H=50.0,L=1.0,ER =10.0

The corresponding output shown in Fig. 6 is described as follows. The first line of
output is invariant for each configuration and indicates that the computer program per-
forms computations taking the strip conductors to have a nonzero metalization thickness
of 250 wuin. The next line is skipped, and the third line lists the input parameters, defined
according to Fig. 5, for the configuration to be analyzed. After skipping another line,
the program tabulates the following computed quantities from left to right with identify-
ing labels printed directly above computed values.

C(DB): The computed value of midband coupling in dB, deter-
mined using Eq. (44)

ZO(OHMS): The coupled line characteristic impedance in ohms, com-
puted using Eq. (42)

ZOO(OHMS), ZOE(OHMS): The odd- and even-mode impedances, respectively, in chms,
evaluated as described leading to Eq. (41)

VO(M/SEC), VE(M/SEC): The odd- and even-mode phase velocities, respectively, in
meters per second, determined as described earlier in the
analysis, using Eq. (7).

VAVG(M/SEC): The average of the even- and odd-mode phase velocities in
meters per second, computed using Eq. (43).

Another line is skipped and the last line in the output block lists from left to right the
quantities CO(PF), CE(PF), CEO(PF), and CEE(PF), which are the capacitances (in
picofarads) evaluated according to Egs. (38), (37), (40), and (39), respectively.

For program executions where more than one configuration is to be analyzed
(NSETS > 1), an output block similar to the one shown in Fig. 6 is printed for each
configuration. Four blank lines separate the output information blocks printed for each
configuration.

Experimental Verification of Program MICDOC
Although Program MICDOC provides information that is suitable for use in develop-
ing directional filters and Schiffman phase shifters, the program was implemented initially

for use in developing broadband directional couplers. Therefore, much of the data cur-
rently available for use in assessing the accuracy of MICDOC is constituted of laboratory

13
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measurements made on two-section, asymmetric, directional couplers. These couplers
have sections of coupled lines embodying the configuration treated here.

For the purpose of verifying the accuracy of the computer program, the measured
performance of three of these directional couplers will be compared with computer-
evaluated performance characteristics. The design of these couplers used computations
obtained from MICDOC. One of these couplers has a nominal coupling value of 10 dB
and is shown in Fig. 7. Depicted in this figure is the coupler circuit pattern, which was
fabricated on a 0.9- X 0.4- X 0.025-in. alumina substrate using photolithographic fabrica-
tion techniques. The dielectric overlay for each of the parallel-coupled line regions was
formed by affixing precisely ground pieces of alumina to the surface of the appropriate
coupled strip region using Emerson and Cumings Stycast HiK (K = 10) Epoxy. These
dielectric pieces are shown in Fig. 7, both separately and affixed to couplers packaged
for experimental evaluation. Each of the two sections of this coupler has a cross-sectional
configuration of the type shown in Fig. 5 with the characterizing parameters shown in
Table 1. '

The accuracy of MICDOC in describing the performance of this coupler is determined
as follows. By applying MICDOC to the two coupled line cross sections defined in Table
1, we determine that the midband coupling values of the tight and loose sections are 7.0
dB and 16.1 dB, respectively. The characteristic impedance of each of these coupled line
regions is evaluated to be 50 ohms. Using an ABCD matrix description [1] for the two-
section coupler, we evaluated the performance of the two-section coupler. The perform-
ance computed in this manner was compared with the measured performance characteris-
tics, shown in Fig. 8, for the packaged coupler shown in Fig. 7. Since the performance

Fig. 7T — Photograph of 10-dB coupler and package assembly
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Table 1
Cross-Sectional Parameters for Two-Section 10-dB Coupler

Parameter
Section W g T H I iR
(Mils) (Mils) (Mils) (Mils) (In.)
Tightly coupled 15.7 5.2 4.5 25.0 1.0 10.0
Loosely coupled 20.0 304 6.5 25.0 1.0 10.0
13 T T T T T T
1.2 VSWR
1.1
1.0 | | | L | |
3 4 5 6 7 8 9

dB

dB

T T T T T T
2 TRANSMITTED SIGNAL
1
/
0 ] ] l I I 1
3 4 5 6 7 8 9
26 T | ] T T |
24
22 DIRECTIVITY
20
16 | | | ] 1 L
3 4 5 6 7 8

FREQUENCY (GHz)

Fig. 8 — Measured performance of 10-dB coupler
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determined by MICDOC assumes that there are no dissipation losses, the most direct as-
sessment of the program accuracy is made by eliminating the measured dissipation loss
effects from the measured coupling characteristic shown in Fig. 8. When this is done, it
is found that, for the frequency range from 2.5 to 8.5 GHz, the computed and loss-
adjusted coupling characteristics are each 9.6 0.6 dB. The input VSWR characteristic
shown in Fig. 8 includes the effects of mismatches from SMA connectors, transitions
from connectors into microstrip lines, and the right-angle mitred bends leading to the
coupled line sections. In spite of these contributions, the worst-case input VSWR for the
2.5- to 8.5-GHz region is 1.25:1, indicating substantial agreement between computed and
actual impedance levels for the two sections. The coupled line regions of each section
were each 0.2 in. long in the experimental coupler model. Using MICDOC the average
phase velocity (Eq. (43)) for each section was computed to be 1.1 X 108 m/s. From this
value the midband frequency is evaluated to be 5.4 GHz. This values agrees closely with
the measured characteristics in Fig. 8. Specifically, the computed midband frequency of
.5.4 GHz is only 1.8% different compared to 5.56 GHz, the center of the 2.5- to 8.5-GHz
frequency band for which the measured characteristic was cited earlier. It should be
noted, however, that the midband frequency value for the data in Fig. 8 is not precisely
determinable.

Another two-section coupler, which provides information for investigating the
accuracy of MICDOC, is nominally a 6.7-dB coupler. With regard to fabrication and
design techniques employed, this coupler is very similar to the 10-dB coupler just de-
scribed. However, the microstrip line widths, spacings, and overlay geometries used in
the two cascaded sections differ from those used in the 10-dB coupler. Table 2 gives the
parameters for the tightly and loosely coupled sections of the experimental 6.7-dB coupler
model. Measured performance characteristics for this coupler are shown in Fig. 9. These
coupler sections were computed to have midband coupling values of 4.0 dB and 13.2 dB,
respectively. The characteristic impedances of these sections were evaluated to be 50 ohms.
The computed average value of phase velocity for each section is again 1.1 X 108 m/s.
Comparing computed with measured performance characteristics for this coupler in a
manner similar to that used for the 10-dB coupler, we note that for the 2.5- to 8.5-GHz
range the computed coupling is 6.1 +0.4 dB compared to 6.3 0.6 dB measured. The
measured VSWR over the same frequency range is 1.28:1 or better and includes effects of
reflections from connectors and mitred bends. Since the coupler sections are each 0.2 in.
long, the computed midband frequency is 5.4 GHz. This compares favorably with the
observed midband frequency for measured performance of approximately 5.5 GHz.

A third two-section coupler that is useful for evaluating the accuracy of MICDOC is
nominally a 20-dB coupler. The construction of this coupler is similar to that shown in
Fig. 7 for the 10-dB coupler. The characteristics of the cross sections employed in this
coupler are given in Table 3. The measured performance for this coupler is displayed in
Fig. 10. These coupler sections were evaluated as having midband coupling values of 16.9
dB and 27.1 dB, respectively. The characteristic impedances of these sections were
evaluated to be 50 ohms. The computed average value of phase velocity for both sections
is 1.05 X 108 m/s. Comparing computed with measured performance characteristics for
this coupler in a manner similar to those used for the 10-dB and 6.7-dB couplers shows
that for the 2.5- to 8.5-GHz range the computed coupling is 19.6 £0.5 dB compared to
20.35 +0.35 dB measured. The measured VSWR over the same frequency range is 1.23:1
or better and includes effects of reflections from connectors and mitred bends. Since the
coupler sections are each 0.2 in. long, the computed midband frequency is 5.2 GHz.
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Table 2

Cross-Sectional Parameters for Two-Section 6.7-dB Coupler

Parameter
Section W S T i I R
(Mils) (Mils) (Mils) (Mils) (In.)
Tightly coupled 7.8 2.1 10.0 25.0 1.0 10.0
Loosely coupled 20.6 19.2 5.0 25.0 1.0 10.0

| | I T | |
8 COUPLED SIGNAL
8 7+
e ! i 1 I l !
2 3 4 5 6 7 8
T T T T T T
2l TRANSMITTED SIGNAL [—
[¢2]
g | __—
| et
o \ ! ] ! ] 1
2 3 4 5 6 7 8
T T T T T
24 |—
22+
DIRECTIVITY
o 20
b
181
=
14 L I A
2 3 4 5 6 7 8

FREQUENCY (GHz)

Fig. 9 — Measured performance of 6.7-dB coupler
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Table 3
Cross-Sectional Parameters for Two-Section 20-dB Coupler

Parameter
Section W g T H I .
(Mils) (Mils) (Mils) (Mils) (In.)
Tightly coupled 18.8 39.6 25.0 25.0 1.0 10.0
Loosely coupled 18.5 85.5 25.0 25.0 1.0 10.0
13 T | | T T .
VSWR
12 ]
11 —
10 | | 1 | | |
3 4 5 6 7 8 9
! I I T
o L TRANSMITTED SIGNAL.
oL— 1 ! 1 1 | |
2 3 4 5 6 7 8 9
22 T T T T T T
@ o1 | COUPLED SIGNAL »
20 I ] | l l
2 3 4 5 6 7 8 9
25 T I T T T T
@ 15| DIRECTIVITY .
5 L ! 1 { ] {
2 3 4 5 6 7 8 9

FREQUENCY (GHz)

Fig. 10 — Measured performance of 20-dB coupler
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Table 4
Values of Midband Coupling for Configurations Used in
Experimental Configuration of Program MICDOC

Midband Coupling
(dB)

4.0
7.0
13.2
16.1
16.9
271

Based on the periodicity observed in the measured coupling characteristic at frequencies
through 12 GHz (not shown in Fig. 10), the measured midband frequency for this coupler
occurs at approximately 5.6 GHz. It should be noted that the poorer worst-case direc-
tivity for the data in Fig. 10, compared to those shown in Figs. 8 and 9 is not due to
computational error in MICDOC. Instead, this is because the 20-dB coupler was not
optimized with respect to directivity [3], as were the 10-dB and 6.7-dB couplers.

By comparing computed with measured performance for 10-, 6.7-, and 20-dB two-
section couplers, we have demonstrated the utility of program MICDOC for a wide range

of coupling. Table 4 lists the values of midband coupling corresponding to the six sections
utilized in these three couplers. The comparisons of computed with measured performance

for the three broadband couplers have confirmed that the accuracy of Program MICDOC
is sufficient for many design applications. '

DESIGN CURVES

Although the utility of the computer program has been demonstrated in the preced-
ing paragraphs the information generated by this program can be put into a format that
is yet more suitable for use in designing directional couplers, filters, and Schiffman phase
shifters. The desirability of such a format is illustrated by the following example. Sup-
pose it is desired to determine those parameters for the configuration shown in Fig. 5
that will lead to a coupled line section with midband coupling of C(dB) and a coupled
line characteristic impedance Z0 ohms. This typifies the design problem encountered in
prescribing the sections necessary for the experimental 10-, 6.7-, and 20-dB couplers
described earlier. To use program MICDOC for such applications requires an initial guess
at the appropriate values for the parameters in Fig. 5. Upon obtaining calculations from
one initial application of MICDOC, successive judicious modifications of the parameters
and program applications are usually necessary to determine those parameters necessary
for sufficiently accurate values of C(dB) and Z;, ohms. Typically, three applications of
MICDOC have been adequate to determine values of C(dB) and Z; ohms with an error of
approximately 3%.

To reduce the effort necessary for using the analysis to design directional couplers,
filters, and Schiffman phase shifters, MICDOC has been used to generate several families
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Fig. 11 — Midband coupling vs normalized strip width and spacing
for values of normalized overlay thickness

of design curves. Figure 11 shows plots of midband coupling in decibels vs both normal-
ized strip width (W/H) and spacing (S/H) for values of normalized overlay thickness (T/H)
from T/H equal to 0.25 through 2.00. Notation used here is defined in Fig. 5. Midband
coupling values are shown in the range from 5 through 30 dB. These curves are intended
for providing geometry necessary to achieve a value of characteristic impedance Z equal
to 50 ohms using dielectric substrates and overlays with €, equal to 10.0. To determine
the configuration, of the type shown in Fig. 5, that will produce a value of midband
coupling C(dB) and a characteristic impedance of 50 ohms, first a value of T/H is deter-
mined. This is done as described in Ref. 3. Once a value of T/H is selected the value of
W/H is determined from Fig. 11 by reading horizontally from the proper value of C(dB)
to the solid curve with the prescribed value of T/H. Reading down from this point to the
scale for W/H produces the necessary value of normalized strip width. Using a similar pro-
cedure with the family of broken curves and reading up to the scale for S/H completes the
configuration characterization, while assuring a 50-ohm characteristic impedance.

Other design curves presented, which are used in the manner described for Fig. 11,
are as follows. Figures 12 and 13 present values of even- and odd-mode impedance (Z,,
and Z,) vs W/H and S/H for various values of T/H. Figures 14 and 15 present values of
even- and odd-mode phase velocity (v, and v,) vs the same parameters. Figure 16 pre-
sents v, , against the same parameters. Figures 11 through 16 all yield configurations of
edge-coupled microstrip with a dielectric overlay having a characteristic impedance of
50 ohms for dielectric material with e, equal to 10.0.
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Fig. 15 — Odd-mode phase velocity vs normalized strip width and spacing for values of normalized
overlay thickness
DISCUSSION

This report describes a computer-programmed analysis and design curves useful for

determining the propagation characteristics of electromagnetic waves along coupled micro-
strip lines with dielectric overlays. Computations made using the computer program have
been compared with experimental results and were found to be in error by less than 5%
and typically 3% for midband coupling, modal impedances, and coupled line impedance
values. Based on the similarity of the coupled line configuration treated here with that
described by Krage and Haddad [9], it is anticipated that the modal and coupled line
phase velocities in this work are more dispersive than the modal and coupled line imped-
ance quantities. Because of the quasi-TEM propagation model employed in this analysis,
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Fig. 16 — Average phase velocity vs normalized strip width and spacing for values of normalized
overlay thickness

it is to be expected that phase velocity computations will, in general, incur slightly greater
errors than the impedance calculations. Errors in phase velocity calculations are probably

on the order of 5%.

The design curves shown in Figs. 11 through 16 are expected to yield coupled line
characteristics with essentially the same accuracy as that described in the preceding para-
graph. The values in these curves have been found to be consistent with measured elec-

trical characteristics of the two-section couplers composed of the coupling values in Table

4.

Program MICDOC currently comprises the only computer-aided analysis that has
been developed and distributed specifically to treat coupled microstrip with a dielectric
overlay. There have been other investigations producing design information for similar
configurations [4,5,9]. However, the efforts of Lee [4] and Buntschuh [5] consist of
empirical modifications of computer-generated analysis data for edge-coupled microstrip
without dielectric overlays (Bryant and Weiss [10]). These approaches are not as con-
venient for design purposes as the single tool Program MICDOC. Furthermore, the use
of the analysis developed here can lead to a more general, systematic design procedure
for developing broadband directional couplers, filters, and Schiffman phase shifters [3],
allowing for the independent design of A/4 coupled line sections. The effort by Krage
and Haddad [9] did not lead to a generally available analysis for coupled microstrip
overlay configurations. Also, the overlay configuration treated in that work offers
considerably greater difficulty in achieving a well-matched transition at ports where
coupled lines interface with isolated microstrip lines.
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Appendix A
LISTING OF PROGRAM MICDOC

PRBGRAM M]CDOC
REAL L
READ 3, NBETS
4 FERMAT(I1g)
D@ 2 MN=4,NSETS
READ 3+WsS»ToHILIER
3 F@RMAT(6F10|6)
PRINT 8

8 FORMAT(LH ,////4H ,#STRIP METALI2ATION THWICKNESS = 280 MICROINCHES

%)
1PR!NT 4,W,5,T,H,L,ER _

4 F@RMAT(J,HQ.ZHNl.F'S.1.3X,2HS!.F5.1.3)(¢2HT-.

1F5,1 13X, 2RHE,F5,1,3X,2HL=/F10,6,3X,3IHER=,F10,6)
FACTOR®(1,0E-0%)e(1,/0.393700?
WeWsFACTER

$aSsFACTOR

TesT+FACTOR

HaMeFACTOR

LBLsFACTORS(1,E+03)

CALL MSCUPF(W,S,TsF,L,ER,CB8,CE)
CALL MSCURE(W,S,T,*,L,ER,CE®,CEBE)
AEwCE«CEE

AORCOWCED

BE®CEE/CE

BesCcEQ/CO
Z20Es1,/((3,0E+08)sSQRT(AE))
200m1,/((3,0E+08)SQRT(AB))
AABZCE*208

208SQRT (AA)

VER3, 0E+08#SQRT(BE)
vVOu3,0E+08%SQRT(BG)
VAVGR(VE+VB) /2,

RHO=2ZRE/200

Cr(RHO=1,)/(RHO#1,)
CDBmw20,#AL0GL0(C)

PRINT &

8 FORMAT(1HO,1X,5HC(CB),3X,B8HZO(BHMS) ,2X, 9HZ08 (OHMS);2X,
1SHZOE (OHMS) 1 BX ) PHVE (M/SEC) , X, 9HVE(M/SEC) 85X,
211HVAVG(M/SEC))

PRINT 6,CDB,208,260,20E,V0,VE,VAVE ,

6 FORMAT (4 MW |F5.205XrF6|2|5x0F60215x0F6:215x0E100305XO510'3‘

15%X4EL043)
COmCOwl,En12
CEmCEn1 ,Ee12
CEQaCEO#4 ,E*12
CEEaCEE=1 ,Be¢12
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PRINT 7,C0,CE,CEO,CEE
7 FORMAT(1H9.7HCG(PF)§ F8
18HCER(PF)a,F8,3,5X,8HCE
2 CONTINUVE
§TOP
END

BARRY E. SPIELMAN

g

3,8%,7HCE(PF)s,F8,3,5X,
(PF)‘I’G.&)

SUBROUTINE MSCUPF (W ,S,T,H,L.BR,CH,CE)

DIMENSION N(&),X(4¢,6), 7(46 6),ALPHA(46,6),BETAL(44, 6)
4BETAZ(46, 6);GAMMA(46 6), CH(46:6) SCH(6).TSCD(46' .4) A(ial 181,

2A1(132/9132)
REAL L
COMMEN/HELP/A, AL
EQUIVALENGCE (A)A1)
NO®§
N(1)u4q3d
N(2)m43
N(3)m46
N(a)®mid
N(S)8L3
N(6)823

EO®1,/(4,93,14159%2,99776%2,99776E+09)
FACTOR® (1,0E~08)%(1,/0.393700)

KKKa0

DELWWW/20,

EsER®ED
X(1,1)%-(8/2,)HW
Y{i,1)oH
X(1,2)8-X(1,1)
Y(1,2)%H

DO 26 1=1,20

IP1=]+t
XCIPL,1)ymX(],1)4DELY
Y(IPL,1)8h
X{IPi,2)%X(],2)~DELW
Y{IPL,2)mM
X(2243)=%X(21,1)
Y(2243)=0,25+FACTERaH
X(22:2)=X(21,2)
Y(22,2)=Y(22,1)

De 27 1=22,41
1P1s]es
X(IPL,1)aX(],1)~DELW
MZYERLAXS RN
X(IPL,2)8X(],2)+DELW
Y(IPL,,2)uY (],2)
X(43,3)=X(1,1)
Y(43,1)=Y(1,1)
X(43,2)=X(1,2)
Y(#83,2)=Y(1,2)
DELLS®| /45,
X(1,3)m.4/2,

26
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29

30

31

32
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Y(1,3)!0.

IP1=]#)
X(IPL,3)8X(],3)eDELL
Y(IPL1,3)8p,
DELHEH/2,
X(1,4)ax(1,3)
Y{i1,4)ng,

X(1.5)w /2,
Y(1,5)n0,

De 29 I=x1,2

1Pin]el
X{1pl,4)mX(4,4)
Y(IPL,4)mY([,4)+DELH
Y(IPL1,:5)mY(1,5)DELH
REL=(L/2,9(5/2.%W)) /40"
De 30 1=3,12

{Pi1slsl
X(IP’-.“)!X(IJQ)ODEL
Y(IPL,4)mHN
X{irPpd,5)mx(],5)=DEL
Y(IPL, 5N
X(1,6)8-8/2,~H
Y(1,6)eHe ,25«FACTER
X(2346)=8/2,+W
Y(21446)=Y(1,6)+T
DELT®T/2,

DO 31 I=1,2

{Pe=le1

1P21m]#+21
1P21M1mIP21e1
X(IPl,6)mX(I,6)
Y(IP4L,;6)mY(],6)¢DELT
X(IP23,6)8X(IP21M1,6)
Y{IP21,6)8Y(1P21M1,6)=DELT
DELOVER(2%W»+S) /18,

Do 32 1=3,20

1P1slel
X(IPL,6)8X(],6)«DELOY
Y(IPL,6)8Y(],6)

DO 47 LLLeY,?2
IF{KKK=p) 38,37,38

DL MEDE

37

34

CONTINUE

DG 332 Jwi,2

DO 33 1=1,42
ALPHA(T,J})=1.,
BETAL(],J)mQ,
BETA2(1,J)mp,
GO TO (34,35),J
GAMMA(L,J)ul,
Ge 79 33
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33
332

E
38

42
4
40
39

36

45

46
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GAM_M‘(I,J’I-!,,
CONTINUVE
CONTINVE
KKKaKKK+1
GO TO 39
VEN MODE
CONTINUE

DO 40 J=1,2
DO 41 [=1,42
ALPHA(L,J)m1,
BETAL(I,V)=0,
BETAZQ(1,J)s0,

GAMMA(L,J)n1,

CONTINUE

CONTINUE

CeNTINUVE

pe 36 1=1,45

ALPHA(T,3)=y,

BETAL(1,3)mp,

BETA2(!,3)=0,

-GAMMA(1,3)m0.,

De 45 1=1,12

ALPHA(L,4)nQ,

BETAL(],4)sE

BETA2(1,4)=Eq

GAMMA(],4)m0,

ALPHA(T,5)mg,

BETAL(!,5)sEp

BETAZ(],%)nE

GAMMA(I,5)=q,

DO 46 1=1,22

ALPHA(1,6)=0,

BETAL(],6)wE

BETAZR(1,6)=EQ

GAMMA(T,6)m0,

XMINNQ,

XMAX®Q,

YMIN®Q,

YMAXRQ,

NXs0

NY®Q

IDIMm46

Rz1,0E+05

NAXDIM=183

NAYDIM=1B1 . ‘
CALL LPLACF<N®.N.X.Y.ALPHA.BETA1.8ETA2.GAMMA,CH.SCH.!D!H.R.TSCD.
IXMIN)XMAX  NX, YMIN, YMAX,NY ,NAXDIM,NAYD]M)

DELF®W/20,

DELE®(),25«FACTER

FFi126,2831852+E8DELF

FF2a6,28318%2«BwDELE

FFaab 2833052+EQeDELE

28
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CHRO'Ot

Dé 50 3

CHRG!CHR oFF1«CH(], 1)
DO 51 1=222,41
CHRGOCHRGaFF1sCK(], 1)
CHRGACHRG# (FF2mCH(21,1)#FF4aCH(42,1))
IF (LLL,EQ,2) G& TC 60
COSCHRG

GG TO 47

CEwCHRG

CONTINUE

RETURN

END

SUBROUTINE LPLACF(N®,N,X,Y,ALPHA,BETAL,pETA2,GAMMA, CK,SCH, IDIM,N,
3 TSCDIXMIN,XMAX,NX,YMIN, YMAX,NY,NAXDIM, NAYD!H3
DIMENSION X(IDIM,NE),Y(]DIM, NB);ALPHA(!DIM NB),BETALLIDIM,NO),
{BETAZR(IDIM,NG) ,GAMMACIDIM/NE)Y CHIIDINM, N@)aTSCD(IDlM NG, 4),N(NG),
2A(181,181),SCH(N®),B(175),A1(332,132)
COMMON/HELP/A, AL

EQUIVALENCE (A,AL)

PIn3,4415926

RRaR»R

DO 1 LE=1.NO

NNaN(L) -1

DO 1 [=1,NN

XIax(le1,0)ex(1,L)

Yimy(]®1, )=Y(1,L)

TSCD(LsLa3)=ATAN2(Y],XI)
TSCD(I,L,2)8SIN(TSCDC¢I.L,1))

TSCDCL )L 3)mCAS(TSCD(l L1 ))
TSCDClsLo4)aSQRT(XTaX]sYIsY])

JyJrl

DO 4 LJ=4,NO

NUSN{LJ) e}

JAJEJJJ

JUJEdJJ+Ny

DO 4 Jmi,NJ

JsJAJe

XJ®(X(J,Ly)eX(Je1,L))) /2,
YJE(Y(J,LJ)*Y(Jei,LU))/2,

I111=0

DG 4 Ll=31,NO

NIsN(LI)=y

I11=21]1+N]

IATI=]1}1-N}

D8 4 [=1,NI

T1a]A]+]

IF(I1,EQ,yJ) GO TG 3

xiexJeXc¢l,L])

XeuexXJaX(leg,L])

YisYJeY (I ,L])

29
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YarYJeY(Led,L 1)
RisXimXi0YieY}
REEX28X24Y28Y72
Sle=Q,
S2m0,
YToYC] oLl )eX2-Y(led L) oxtoY (X lodoll)aX(I,L]))
XTexiaX2eYisY2
TETAWATANQ(YT, XT)
IF(ALPHA(J:LJ).EQ.O.) G@ T@ 2
S18TSCD(!,L1,4)0(1.e0,5%ALOG(R2/RR))*Q,5«ALOG(R2/RY)a(X1eT8CD(L,L]
1.3)+YLeTSCD(1,L1,2))+TETAR(XLsTSCD(I L1,2)eY1sTSCD(],\0T,3))
2 TETAL®TSCD(J,LJ,1)=-T8SCD(I,LI, 1)
S2m0 ) 5SIN(TETAL)#ALOG(R2/RL)I*COS(TETAL)TETA
SIma82
GG TO 4
3 SIeTSCD(l,L1,4)e (1, wALOG(TSCD(L L1 4)/2,/R))
sal-’x
S30.P]
4 :C:Jcll)lAtPHA(J.UJ)tSitBEYA&(JoLJ)03313!1A2(J.LJ)-33
»
DG 5 L=1,NE
8 MsMaN(L)»y
JJJn0
D8 6 L®1i,NO®
NNBN(L) -4
JAJaJd g
JuJaJJJ+NN
D@ & JB1 NN
JVEJA e
8 BUOJJ)eGAMMAC(Y,L)
CALL ARRAY(2,M,M,NAXDIM,NAYDIM,A,A)
CALL SIMQ(A,B,M,KS)
‘ IF (KSNE,0) PRINT 400
400 FORMAT(1M0,18HSYSTEM [S SINGULAR)
JUJz0
DO 7 L®14NO
NNSN(LY=4
JAJEJJY
JUJaJJJ+NN
DO 7 JEB1,yNN
JURJA Yy
7 CHGJILI=BLJID)
DO 8 L=1,NO
NNEN(L) -1
SCH(L)mo,
DO 8 [®1,NN
8 SCH(L)®BSCHM(L)+TSCD(],L 4)sCH(I,L)
IF{NXn1)17,9,10
9 DX=mQ,
GO T0 11
10 DXB(XMAXSXMIN)/FLBAT(NX=i)
11 1FINYel1)17,12,13

30
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12 DYmgQ,

66 TO0 14
13 DYR(YMAXeYMIN)/FLEAT(NY=1)
14 DO 16 I1ay,NX

XJOXMINFLBAT(1]=1)aDX

DO 16 JJmi,NY

YJRYMIN«FL@AT(JJ=1)uDY

A{l1:2JdV)90,

DO 16 LIwyg,NO

NNaN(Li)»1

D8 16 I=331,NN

XisXJeX(l,L1)

XzsxXJaX(lag,L1)

YiaYJeY(L,LD)

YResyJeY(lal,L])

RisXleXieY1isYl

R2BX2eX2eY2sY2

IF((RY,EG,0,).BR,(R2,EQ,0,)) GO 1O 13

YToYClaLl)aX2 Y (1o, L] oxdeY (X tlodsLl)aX(I,L]))

XToxieX2eYiey2

TETARATANZ (YT, XT) , .

st'TlCD<!.LI.Q)Q(Ie-o.BnALOG(RI/lR))‘0.5-ALBG(R2/R1)’(x1tTICD(tle

1,3}0Y1~Tlc0(I.Ll.2))oTETA'<11-TscD(loLI.2)-Y1~TSCD¢I.L1.8)>

GO T8 16
19 S1eTSCD(I,L1,4)0(3,0,50ALBG((R14R2)/RR))
16 ACTTaJuI AL, JJ)eSeaCH(T,LT)
$7 RETURN

END

SUBROUTINE MSCUPE(W,S,T,M,L,OR,CU9,CHE)
DIMENSION N(3),X(46,3),Y(46,3),A.PHA(464,3),BETAL(46,3),
1BETAR2(46,3))GAMMA(46,3),CH(46,3),SCH(3),TSCD(46,3,4),A(181,181),
2A1(132,132)

COMMON/HELP/A, AL

EQUIVALENCE (A,A1)

REAL |
5001;/(4.!3.1415912.99776‘2.997765009)
FACTOR® (4 ,0E~05)e(1,/0.393700)

NES3

N(L)®mad

N(2)843

N(3)B4S

KKK=0

DELWEW/20,

EsEReED

X(1,1)8-(8§/2.,) "W

Y{1,1)®H

X(1,2)8-X(1,1)

Y(1,2)mH

DO 26 1=1,20

JPls]ey

XCIPL, 4 eX(],1)eDELW
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YCIPL 1)

X{IPL,2)eX(],2)«DELNW
26 Y(IPL,2)mpH

X{2241)3X¢21,1)

Y¥Y(22:1)=0,25¢FACTEReH
X{22+2)=X¢21,2)
Y(22:20=2Y(22,1)
DO 27 ]=22,41
IPis]ey
XCIP1,4)aX(],1)=DELW
Y(IPL,1)eY(],1)
XCIPL2)aX(],2)eDELM
87 Y(IPL,2)8Y(],2)
X{43,3)=X(1,1)
Y(43,1)=Y(1,1)
X(43,2)3X(1,2)
Y(43,2)=Y(1,2)
DELLEL/49,
X{(1,3)m-L/2,
Y(1,3)80,
DO 28 121,45
IPLn]ed
X{IPL,3)mx(],3)¢DELL
‘28 Y(IPL,3)mp,
DO 47 LLLel,2
1F(KKKep) 38,37,38
¢ DL MODE
37 CONTINUE
DO 332 Jumy,e
DO 3II 1=1,42
ALPHA(T,J)ng,
BETAL(I,J)s0,
BETAR(I,J)mp,
G TO (34,35),J
Y4 GAMMA(T,J)ny,
Ge 1@ 33
35 GAMMA(1,J)mel
33 CONTINUE
332 CONTINUE
KKK=KKK+4
GO TO 39
c BVEN MODE
38 CONTINUE
Do 40 J=

41 CONTINUE
40 CONTINUE
39 CONTINUE
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D6 36 1s1,40

ALPHA(L,3)uy,

BETAL(],3)=0,

BETAZ2(1,3)x0,

GAMMA(],3)mQ,

XMIN®Q,

XMAXBQ,

YMIN®O,

YMAX®Q,

NX8(0

NYs(Q

IDIM8 46

Ral,0E+053

NAXD{Hllgi

NAYDIMs ‘ L
CALE Lpt‘%E(N@'NuX-YoALPHAanTAi}BETAacGAMHAoCHoSCNa!D!MnRaTsc°o
1XM!N0XMAX.NX.YMIN.YMAX.NY.NAXD!M)NAYDIM)
1F (LLL.EG,2) GO TE B9
CEQ=22,03,14159#8,855E2122SCH(1)

G0 70 47

CEE52,03,14159+8,855E12+5CH (1)

CONTINUE

RETURN

END

SUBROUTINE LPLACE(N@.N:X,Y,ALPHA,BETAL, BRTA2,GAMMA, CH SCH, IDIM,R,
$TSCDIXMIN XMAX  NX YMIN, YMAX ,NY ,NAXDIM ) NAYDIM)

DIMENSION X(IDIM,NE),Y(IDIM,NS) ,ALPHACIDIM,NB),BETALLIDIM,NG),
1BETA2(lDlN:N@)aGAMFA(IDIM;NS}oCHﬁIDIH}NG):TSCD(IDI".N@:4):N(N9$0
2A1(132,132),SCH(NG),B(129),A(181,181)

COMMBN/HELP/A,AY

EQUIVALENCE (A,AL)

Plu3,1419926

RRSR®R

DO 1 L»1,.N®

NNEN(L) -3

DO 1 Is1i,NN

XTax(l*1,0)eX(1, L)

Yiny(]e1,L)sY(I,L)

TSCD(lsLs3)mATAN2(Y],XI])

TSCD(L L R)BSINCTSCD(I L 1))

TSCD(IoLps)!CQS(TSCD(IlLtl))

TSCDU]sLs4)8SORT(XIaX]+YInVY])

JJyJnl

DG 4 LJ=31,NO

NJEN(L V) »}

JAUERJJJ
IVINENNNELN

DG 4 Jmi,NJ

NNLNENEN)

Xu({X(J, L)X (Jal,LJ))72.

YIR(Y(J,Ly)eY(Jed,LJ)) /2,

33
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1]11a0
DO 4 Ll1=3,NB
NIsN(LI) ey
1ilml]leN]
1Al=sl[1-N]
DG 4 ]w1,NI
1{u]A]e]
IFC11,EQ,dJ) GO T8
XiexJdeX(I,LID)
XesxXJeX(lel,L])
YieyJdeY(1,L1)
Y2ryJeY(lel,L!)
RisXiwXieYimy]
R2wX2wX2eY20Y2
Si=0,
$2s0,
YTRYCT o D)mX2=Y (Tl ) oXioY o (X(Iol)  )uXCIo]))
XTuXlaX24yiwy?2
TETASATANR(YT,XT)
IFCALPHACY,LJ) ,EQ,0,) GO TO 2
SlETSCD(!.LI.4)t<1.-o,5aAL@GCR2/RR))‘0.5-AL@G(R2/R1
1:3)eY1oTSCD(I, LI, 2))+TETAR(XL*TSCD(TsL1,2)uYLs?SCDY(
2 TETALaTSCD(J,LJ,1)=TSCO(I,LTI, 1)
gg,oég.smcreul).ALesmzmchesnETAi)-TETA
e
GG TO 4
3 SIsTSCD(I,L1,4)0(1,wALOG(TSCD(L,L1s4)/2,/R))
S2neP|
$3n-Pl
6 ALCJY LIXBALPHA(J, LY)nSL+eBETAL(J LJ)*824BETAR(U/LJIET
MsQ
De %5 L=1,N8
8 MsMeN(L)seg
JJJel
PO 6 L®1,;NE
NNeN(L)~1
NLFL NN
I JJ+NN
D& 6 J®1,NN
JunJhysy
6 B(JJ)EGAMMA(J,L)
CALL ARRAY(2,M,MsNAXDIM,NAYDIM, AL, ,AL)
CALL SIMOB(AL,B,M,KS)
IF (K§.NE,0) PRINT 00
100 FORMAT(1HQ,18HSYSTEM S SINGULAR)
JYJu0
DE 7 L®1,NO
NNEN(L Y -4
JAJaJdJJ
JuJrdJJ+NN
DO 7 J®1,NN
JUBJAJey
7 CHiJibI=B(I)

)’(x1-TSCD(!atl
okl 3

34
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DO 8 Loi,NO®

NNEN(L) -3

SCH(L)®0,

DO 8 [®1,NN
SCH(L)®SCR(L)+TSCD(],L,4)sCH(I,L)
[F(NXe1)47,9,10

Dx=

6o 10 11
DX®(XMAXeXMIN)/FLEAT(NX=1)
IF(NYe1)47,12,13

DYsg,

GO TO 14
DYR(YMAXsYMIN)/FLEATINY=1)
h]2] 16 lIIIJNX
XJEXMINSFLOAT(I]n1)aDX

D& 16 Jusi,NY
YJRYMINFLOAT(JJjwg)eDY
AL(Il,vJ)80,

DG 16 LIsi,N®

NNaN(L])=g

DO 16 I=zi,NN

XiexJeX(1,L1)
XenxJaX(lag,LI)
YisyJeY(l,L])
YeYJsY(leg,L])
RiEXiaX1eYinyY]
RZEX28X24Y20Y2
IF((R},E0,0,).0R,(R2,EQ,0,)) GO tO 15

YToYC Ll )aX2=Y(Ted,L])oXIaYJo(X(Iodsl ) aX(I,L]))

XTeX1l0X24Y1mY2
TETABATANG(YT,XT)

S3eT8Q0D(1,L1,4)0(1/mp, SOALOGtR!/lR))‘0,!-ALOG(RZ/R1)O(X1QT!CD(! L1
1:3)0Y1'T80D(!oL302))OTETA‘(X1‘YSOD(I LI,2)evae?SCDCISLE,3))

Gé T i

S1sTSCD(I,L],4)%(1,e0,5%ALOG((R14R2)/RR))

AL(IL vUdmAL(Il, JJ)&Si'CH(loLI)
RETURN
END

SU'R.gTINl ARRAY (MQDE,l,J,N,M,$,D)
DIMENSION 8(1),D(4)
NleNw]

IF(MQDE~1’ 100,100,320
IJs]nJeyq

NMaEN® Joq

DO 110 Kmg,J

NMBNMaeN]

DO 110 L=y,

lyrlJal

NMENMal

D(NM)aS(1yJ)

a8 T 140

1ysQ
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20
30
38
40
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NMeQ

DO 130 K®e,J
DO 125 Lsy,]
IJelJed
NMENMel
S(1J)aD(NM)
NMENMeN]
RETURN

END

SUBROUTING SIMQ(A,B,N,KS)
DIMENSION A(1),8(1)
TQL'D|°

KSsQ

Jus«N

D@ 65 J=1|N

JYmjey

JUsJJeN+Y

BIGA=®Q,

1T8)Jey

DB 30 I=JyN

IJ8ITel

IF(ABS(BIGA)=-ABS(A(]J))) 20,30,30

BIGA®A(]IY)
IMAX®]

CONTINUVE
IF(ABS(BIGA)-TBL) 35,35,40
KSe1

RETURN

T1mJeNe (Ju2)
[T8[MAX-

DO 50 K=yJ,N
Iim]ieN

[esd«lT
SAVE®A(I1)
ACTL)sA(CLR)
A(]2)8SAVE
A(11)8A(14)/BI1GA
SAVESB(IMAX)
B(IMAX)=B(J)
B(J)®SAVE/BIGA
IF(JmN) 55,70,55
10S=Ns(Jey)

DB 65 I[xmyY,N
IXJz1QS+IX
1TsJm]X

DO 60 JxwJY,N
IXJXBN® (JXe2)+1X
JuXalxXJxe]?

ACIXIXY=A(IXUX)=CACIXJYRACIIN))

B(IX)EB(IX)e(B(JIBALIXI))
NYaNe}
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[TONON

0o 80 Jsi,NY
1A81TeJ
[BaNs

1CaN

Do 80 K=1,J
B(IBYNB(IB)I=A(CIAIRB(IC)
1As]AaN
1CniCel
RETURN

END

37
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